
DESIGN MEETS PERFORMANCE



The TARABUS range of floorings has been especially designed 
for Bus & Coach applications. High product quality and innovative 
designs have made TARABUS the market leader in this sector.

GERFLOR continue to innovate in order to satisfy the market demand 
for enhanced vehicle interiors.

Incorporating the use of the latest digital printing technology 
along with Gerflor historical expertise, we are pushing the boundaries 
of the bus flooring standards with the TARABUS Design.

The TARABUS Design is a digitally printed flooring especially 
designed to meet the most stringent requirements of the Bus 
& Coach industry. With this world first from GERFLOR, Design 
meets Performance.

By choosing TARABUS Design, you are choosing the new benchmark 
in Bus & Coach flooring.

WHEN TECHNOLOGY MEETS EXPERTISE
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2   Choose your colours

3   Order your unique floor

1   Select your pattern

The TARABUS Design range consisting of 6 innovative patterns, each offered with two refined colours will 
give you the possibility to create the look you would like to make your vehicle more attractive, enhancing the 
customer experience. Furthermore, if you can’t find the right colour, custom colours can be easily developed 
by our design team.

All the patterns are also available with your selection of colours

Minimum order quantity > 500 m²

TARABUS DESIGN PRODUCT RANGE

6 PATTERNS • 12 COLOURS DIGITALLY-PRINTED FLOORING

CUSTOMIZE AN EXISTING PATTERN

URBAN

SKYLINE DISTRICT

ORGANIC

WAVES REEF

GRAPHIC

HEXA CUBISM
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URBAN SKYLINE

TARABUS Design SKYLINE

6014 Tokyo

Scale reduction 1/5.
Non contractual imagery.

6798 New York
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URBAN DISTRICT

TARABUS Design DISTRICT

3434 Piccadilly 8509 Brooklyn

Scale reduction 1/5.
Non contractual imagery.
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ORGANIC WAVES

TARABUS Design WAVES

5715 Nazare Belharra 5716

Scale reduction 1/5.
Non contractual imagery.

11



ORGANIC REEF

TARABUS Design REEF

8618 Belize 8581 Maldives

Scale reduction 1/5.
Non contractual imagery.
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GRAPHIC HEXA

TARABUS Design HEXA

8632 Cell 8095 Honeycomb

Scale reduction 1/5.
Non contractual imagery.
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GRAPHIC CUBISM

TARABUS Design CUBISM

8644 Klee 4530 Mondrian

Scale reduction 1/5.
Non contractual imagery.
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Have you ever thought how to enhance your design by an entirely bespoke 
way forward to reflect the personality of your company or branding ?
Well, now you can, with Digitally-Printed Flooring.

A WORLD FIRST FROM GERFLOR.
Your passengers could be walking on just about any surface you can imagine, 
each enhancing the customer experience, making your vehicles more at tractive, 
adding value to your brand or promoting the identity of your city. 
Totally unique to you.

DESIGN YOUR OWN FLOORING

IMAGINED BY OUR CUSTOMERS

Minimum order quantity > 1 500 m²
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THE ONLY REAL LIMIT  
IS YOUR IMAGINATION
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TARABUS DESIGN PART NUMBERS

TARABUS DESIGN TECHNICAL DATA

FLOOR COVERINGS
WELDING RODS

CR 50 CA 72

SKYLINE
NEW YORK 6798 200 cm x 24 lm NT 782A6798 H0092967 H0072967

TOKYO 6014 200 cm x 24 lm NT 782A6014 H0090451 H0070451

DISTRICT
BROOKLYN 8509 200 cm x 24 lm NT 782A8509 H0092969 H0072969

PICCADILLY 3434 200 cm x 24 lm NT 782A3434 H0092968 H0072968

WAVES
BELHARRA 5716 200 cm x 24 lm NT 782A5716 H0092970 H0072970

NAZARE 5715 200 cm x 24 lm NT 782A5715 H0090232 H0070611

REEF
BELIZE 8618 200 cm x 24 lm NT 782A8618 H0092252 H0072252

MALDIVES 8581 200 cm x 24 lm NT 782A8581 H0092568 H0072568

HEXA
CELL 8632 200 cm x 24 lm NT 782A8632 H0092969 H0072969

HONEYCOMB 8095 200 cm x 24 lm NT 782A8095 H0092252 H0072252

CUBISM
KLEE 8644 200 cm x 24 lm NT 782A8644 H0092969 H0072969

MONDRIAN 4530 200 cm x 24 lm NT 782A4530 H0092252 H0072252

• Roll width
• Roll length

200 cm (+1. -0 cm)
24 lm

• Thickness ISO 24 346 : 2012 2.25 ± 0.15 mm

• Weight per m2 ISO 23 997 : 2012 2.55 ± 0.15 kg/m² 

• Dimensional stability ISO 23 999
ASTM D 1204 : 2014 ≤ 0.3 %

• Abrasion resistance ISO 9352 (TABER) : 2012 ≤ 300 mg

• Slip resistance DIN 51130 : 2014
ASTM D 2047 : 2017

R10
≥ 0.6

• Indentation test ISO 24 343-1 : 2012 ≤ 0.2 mm

• Low temperature resistance D 42 1235 A - 20°C

• Phonic insulation ISO 717/2 : 2013 ≥ 5 dB

• Colour fastness ISO 105 B02 : 2014 
method 3 ≥ 6

• Fire resistance

ISO 3795 : 1990
FMVSS 302
ASTM E 647 : 2019
R 118-03

0 mm/mn
Conform
Class 1

Conform

• Chemical agent resistance ISO 26 987 : 2012
Unaffected by diluted acids and bases

Unaffected by domestic products
Excluding solvents for plasticized PVC

GERFLOR continue to support you with a full range of technical solutions 
to enhance your installation efficiencies: 

TARABUS Design is available in:    

THE COMPLETE FLOORING SOLUTIONTransparent wear layer:  
durability, easy maintenance

Textile backing:  
Gluing capabilities

Antislip particles:  
Maximum durability,  
antisliding

Emboss:  
antisliding

Glass fiber web:  
dimensional stability

Printed layer

Backing layer
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